
LOKE Measuring Systems  

¶¶  Visible Laser with 650nm, easy adjustmentVisible Laser with 650nm, easy adjustment   

¶¶  Detect nearly all natural Surfaces up to 30m Detect nearly all natural Surfaces up to 30m   and on Re-and on Re-

flector up to 100 mflector up to 100 m   

¶¶  Detect pDetect p ositions in millimeter accuracyositions in millimeter accuracy   

¶¶  Three, via ñteachThree, via ñteach--inò buttons programmable, switching inò buttons programmable, switching 

outputsoutputs   

¶¶  Relays with 250 VAC / 3A, usable as normally open or Relays with 250 VAC / 3A, usable as normally open or 

normally closenormally close   

¶¶  Additional error relay for indication of system and mea-Additional error relay for indication of system and mea-

suring errorssuring errors   

¶¶  Detection up to 1000°C surface temperatureDetection up to 1000°C surface temperature   

¶¶  Options: Options:   --   Digital OutputDigital Output   

  --   PNP/NPN OutputPNP/NPN Output   

  --   Plug versionPlug version   

  --   Weather protection housingWeather protection housing   

  --   Connectionbox with Power supplyConnectionbox with Power supply   

LMCLMC-- JJ-- 00300030 -- xx   
  LaserLaser -- DistanceDistance -- DetectorDetector   

  Collision Avoidance SensorCollision Avoidance Sensor   


