
LOKE Measuring Systems  

�x�x����  Output Rate: 25000 HzOutput Rate: 25000 Hz   

�x�x����  0 Speed (only LMC0 Speed (only LMC -- LB series)LB series)   

�x�x����  Automatic Direction Detection Automatic Direction Detection   

    (only LMC(only LMC -- LB Series)LB Series)   

�x�x����  Accurate: Better than 0.05%Accurate: Better than 0.05%   

�x�x����  Repeatability: Better than 0.02%Repeatability: Better than 0.02%   

�x�x����  < 1ms Material/Object Detection< 1ms Material/Object Detection   

�x�x����  NonNon -- Contact: No Slippage, Contact: No Slippage,   

  No Marking, Any ColourNo Marking, Any Colour   

�x�x����    No Moving Parts: No WearNo Moving Parts: No Wear   

�x�x����  Industrial Design: Industrial Design:   

  Harsh Factory EnvironmentHarsh Factory Environment   

�x�x����    Stainless Steel Protection HousingsStainless Steel Protection Housings   

�x�x����  Easy to Use: Bright Clear DisplaysEasy to Use: Bright Clear Displays   

�x�x����  Reduce Downtime: Reduce Downtime:   

  Permanently CalibratedPermanently Calibrated   

�x�x����  Reliable: Technology 24/7Reliable: Technology 24/7   

�x�x����  Excellent Value: Excellent Value:   

  Low Cost of OwnershipLow Cost of Ownership   

LMCLMC-- L SeriesL Series   Speed and LengthSpeed and Length   

  Measurement SensorMeasurement Sensor   


